


2. Basic Features:
. 4 output channels,can control single color,RGB,RGBW led light
. 0-100% brightness,256-level brightness control;

. User addressable DMX interface,with easy dip-switch settings and testing modes

. Decoder comes with manual dimming, 10 testing modes, 8 the rate of change;
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4. Input voltage is DC5V~DC24V;
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6. With 4 DMX addresses or with 5 DMX addresses.

3. Two versions for LT-840 decoder:

\[e] Value Remark
1 001 This decoder occupies 3 addresses,adopted Dip
2 002 | Switchtoset the address,the Dip switches from 1 to
9 are a kind of binary value coding switches used to
3 004 set DMX512 initia addresss code,the correlative bits
4 008 inthe 1-9 bits of the DIP switch,the 1st bitis LSC,the
5 016 9th bit MSC,511 addresses totally DMX512 initial
address code is equal to the total amount of the Dip
6 032 switches' number from 1to 9,press Dip switch downward
7 064 (ON:at position :"1”),user can get the number of its
8 128 position,if pressing upward(at position”0”),the number
9 256 of its position is 0.

@"Example:Set to 37
Setthe 1%, 3", 6", bit of the DIP switch downwardto “1” therestto “0”
(picture 2), the summation from 1 to 9 is 1+4+ 32, so the DMX512 initial address
code is 37.

@‘* Example 2: Set initial address to 328
Setthe 4", 7" 9" bit of the DIP switch downwardto “1” therestto “0”
(as picture 3), the summation from 1 to 9 is 8+64+ 256, so the DMX512 original

address code is 328. ..._.. IQFF
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As picture,the 10th DIP switch is FUN,acting as the function key
1—9DIP switch=O0FF: BLACK

Brightness DIP1-3 (CH1) DIP4-6 (CH2) DIP7-9 (CH3)

0 000 000 000
14% 100 100 100
28% 010 010 010
43% 110 110 110
57% 001 001 001
71% 101 101 101
86% 011 011 011
100% 111 111 111

3. Testing function:

12345678910
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As picture,the 10th DIP switch is FUN,acting as the function key
1—9DIP switch=0OFF: BLACK

DIP1 DIP2 DIP3 DIP4 DIP5 DIP6 DIP7 DIP8 DIP9
Red |Green| Blue |Yellow|Purple| Cyan | White | Scan |Colorchanging
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12345678910
ONY ON

When decoder is at testing mode,DIP switch 8 is at “ON”,it is the 7 color jumping,
when DIP switch 9 is at “ON”,it is the 7 color smooth,with 8 speed levels for each
effect.

Speed 1 | Speed2 | Speed 3 | Speed4 | Speed 5 | Speed 6 | Speed 7

As picture,when several DIP SWITCH at “ON” at the same time,comply with the
largest value switch,the testing function is when FUN=ON,DIP SWITCH 8&9 for
the color changing function,DIP SWITCH 1-7 for the speed function,comply with
the largest value switch, SPEED 7 is the fastest speed.
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